Project location: Fixture type: Qty:
Project name: Notes:

Saiph | Top | Steel | Simple | Max 2 light sources

Ordering Information / Guide Example: SA4102128-N-TS-ECS-P1-HM0390-Z2S1200-CNO
TS ECS P1 HM0350 ZS1200 CNO
Suspended Simple Max 1light source 13.78in 47.244in Grey [Neri] Textured
P2 HMO0390
Max 2 light sources 15.354 in

Generated code: SA4102128-N- - - - - -

CONFIGURATION NOTES
The product features shown in this datasheet cannot always be freely combined.
To verify the configurations actually available and define the corresponding product code, please use the configurator available on our website.
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Project location: Fixture type: Qty:
Project name: Notes:
Saiph | Top | Steel | Simple | Max 2 light sources
MECHANICAL CHARACTERISTICS
Top section made of S235 UNI EN 10219-1 steel elements and aluminium
casting (C40), hot-galvanized conforming to standard UNI EN I1SO 1461.
Number of lighting fixtures 1,2
Lantern mounting height 7.283in,9.055in
Overhang 47.2440n
Weight 46.96-79.59 b
Finish Grey [Neri] Textured
WARNINGS
Protection of surfaces: please refer to the specification on painting
procedures of the materials.
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