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Ordering Information / Guide

Generated code: �CA39902 - N� - _ _ - _ _ _ - _ _ - _ _ _ _ _ _ - _ _ _ _ _ _ - _ _ _

Example: CA39902-N-TP-ECD-P4-HM0700-ZS0071-CN0

Project location: Fixture type: Qty:
Notes:Project name:
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Lighting fixture set up Shape Light points Height Overhang Finish
TP 
Post top entry

ECD 
Decorated

P4 
Max 4 light sources

HM0700 
700 mm

ZS0071 
71 mm

CN0 
Grey [Neri] Textured



Page 2 of 2

10/06/2026

MECHANICAL CHARACTERISTICS
Chandelier made in S235 UNI EN 10219‑1 steel hot‑galvanized to 
UNI EN ISO 1461 standards, UNI EN 1561 cast iron, UNI EN 1563 nodular cast 
iron and UNI EN 1706 aluminium.
Number of lighting fixtures 4
Overhang 71 mm
Weight 78.5 kg
Finish Grey [Neri] Textured

WARNINGS
Luminaire designed for disposal/recycling at end-of-life. 
Replaceable (LED only) light source by a professional. 
Replaceable control gear by a professional. 
Protection of surfaces: please refer to the specification on painting 
procedures of the materials.
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