
40
00

13
’ 1

 2
/4

’’

20
00

6’
 6

 3
/4

’’

10
00

3’
 3

 1
/4

’’

350 x 72
13 3/4’’ x 2 3/4’’ 

Ø 102
Ø 4’’ 

Ø 76
Ø 3’’

Ø 60
Ø 2 1/4’’

200
7 3/4’’

Ø 20
 Ø 3/4’’ 

30
0

11
 3

/4
’’

20
0

7 
3/

4’
’

300
11 3/4’’

Neri North America 250 Catalonia Ave, Ste. 804 Coral Gables, FL 33143 - T: +1 786 315 4367.
Made in Italy © 2024 NERI S.p.A.  All Rights Reserved. The information in this document is subject to change without notice.

Company shall reserve the right at any time and from time to time to modify the specifications or features or to discontinue the sale of any products.

Flange detail

Compliance:
- Compliant with AASHTO 2015 standard.
- Design for wind speed 180 MPH.
* design criteria: 2020 Florida Building Code, Risk Category II, Exposure.

Description
Lighting post in steel UNI EN 10219, hot-dip galvanised in accordance with the UNI EN 
ISO 1461 standard, corresponding in shape and size to the drawing which is an integral 
part of the design.
The post is composed as follows:  
- first element, the core with circular section in hot-dip galvanised steel, is designed to 
be attached to a foundation plinth by means of a flange and it’s made up of three pipes 
and a plate (between second and third pipes) welded to each another.
The pipes are of the following dimensions:  
first pipe: external diameter 4’’, height 6’ 6 3/4’’;
second pipe: external diameter 3’’, height 6’ 6 3/4’’;    
third pipe: external diameter 2 1/4’’, height 4’’. 
Flange dimensions: 11 3/4’’ x 11 3/4’’ (thickness 2/4’’).
This first element has:
a threaded M10 bushing for the earthing connection;
a 13 3/4’’ x 2 3/4’’ slot suitable for mounting terminal block with or without fuse.
- Second element, a door in die-cast aluminium (dimensions 13 3/4’’ x 2 3/4’’), placed at 
the closing of the slot.

Height of the post above ground: 13’ 5 2/4’’.
Weight: 79.36 lb.

DESCRIPTION DRAWINGS

Protection of surfaces
Please refer to the specification on painting procedures of the materials.
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