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Description

Two-module fixed bench in UNI EN 1561 cast iron, corresponding in

shape, size and ornamentation to the diagrams, which are an integral

part of the specifications.

The bench is composed as follows:

1°) Two support elements (left and right), height 78 cm, depth 58 cm.
Each element is fitted with two lugs (A) for cementing into the ground,
height 5 cm, depth 7 cm, with a distance between centres of 40 cm,
junctions for the seat and backrest, and an armrest (B) at a height
of 64.5 cm from the ground. Ornamentation consists in two main
branches rising from the ground, serving as support legs, from which
thinner branches diverge, decorated with oak leaves and acorns.

2°) Two seat elements, each with length 97 cm, depth 38 cm and
thickness 1.3 cm. Each element is fixed to the side supports with four
M6 stainless steel bolts, and the surface is decorated with two panels
of perforated geometric forms each with a flower at the centre. Around
the perimeter there are 72 holes. The frontal strip (C) is decorated with
a band of eighteen cloverleaf designs each with a central hole.

3°) Two backrest elements, each with height 16 cm, length 95 cm and
thickness 1.5 cm, fixed to the supports with four M6 stainless steel
bolts and decorated with a series of interwoven perforated rings set in
a rectangle.

4°) An intermediate support element without armrest (B), with all other
characteristics and ornamentation identical to the left and right side
supports described above.

The assembled bench has the following dimensions:

total height 78 cm — total length 205 cm — total depth 58 cm — distance

between centres of side supports 98.5 cm — seat height 43 cm — backrest

height 75 cm — armrest height 64.5 cm — angle between seat and

backrest 118°.

Protection of surfaces
Please refer to the specification on painting procedures of the materials.
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Seats composition - 2 modules (scala 1:30)
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Exploded view (single module)

Side view- lateral support
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